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ABSTRACT 

The constant trend to optimize the costs of raw materials and related processing costs has 
accelerated the use of thermoplastic composites as alternatives to traditional thermoset composites 
in the Aerospace Industry. While thermoplastics can be easily fused together above their melting 
temperatures, it is difficult to bond them to dissimilar substrates, including thermosets and 
aluminum. The high melting temperatures of engineered thermoplastics like Polyarylether Ketone 
family (350 – 430 °C) limit their process. Therefore, lower temperature bonding systems would 
be desirable.  

This paper discusses the development of a new, rapid UV pretreatment method that is especially 
tailored for thermoplastic composite materials out of the PAEK family allowing improved bonding 
to dissimilar substrates. Surface analysis was done by XPS, TOF-SIMS, and contact angle 
measurement. To evaluate the bond strength, fracture toughness (G1C) and flatwise tension tests 
were conducted in a side by side comparison with a standard plasma activation method.  

XPS analysis after 10-20 seconds of pretreatment with the PAEK specific tailored method showed 
a significant increase of oxygen content by about 10%, TOF-SIMS analysis revealed a large 
number of new oxygen containing functional groups which increase polarity and wettability of the 
thermoplastic surface. This new surface treatment method led to a significant improvement in 
bonding of PAEK thermoplastic composite substrates verified by mechanical test results. This 
method offers new opportunities for fast and safe bonding to the thermoplastic materials resulting 
in excellent bond strength comparable with plasma pretreatment. 

 

1. INTRODUCTION 

In aerospace industry, the need to develop high-performance structural materials has been 
continuously growing where the unrelenting passion of the industry demands more replacement of 
metals with light weight composite materials in primary structures like fuselages and wings1. 
Composite materials typically consist of strong fibers in a tough resin matrix which have been 
traditionally thermosetting resins. However, the constant trend to optimize the costs of raw 
materials and related processing expenses has accelerated the application of thermoplastic 
composites as alternatives to thermoset composites in the aerospace industry.  Unlike thermosets, 
thermoplastics do not need chemical crosslinking for solidification and can be easily formed under 



 
 

sufficient heat and simply solidified by cooling to maintain their shapes at speeds much faster than 
curing of thermosets. Therefore, high-performance engineering thermoplastics have attracted a lot 
of attention in composite industries for aerospace applications where polyaryletherketones 
(PAEKs) represent the most promising class of materials for this purpose.  

Polyaryletherketones (PAEKs) are semicrystalline thermoplastic resins with outstanding thermal 
and mechanical properties where the ratio of keto- and ether- groups defines different families 
within this class. Polyetheretherketone (PEEK) with two ether groups in its repeat unit (Figure 1) 
has a growing interest in manufacturing of carbon fiber reinforced plastics (CRFP) due to its 
outstanding properties such as good dimensional stability at high temperature due to its high 
melting point (about 335 °C), high yield strength (about 90 MPa) with an elongation at break of 
120-170%2.  However, high-performance engineered thermoplastic polymers especially PEEK 
show poor wettability and adhesive bonding strength due to the low surface energy. These 
characteristics do not allow satisfactory adhesion of surface finishes such as paints or effective 
adhesion in structural bonding of thermoplastic composite structures.  

As a solution, surface treatment of the thermoplastic substrate is required to modify their surface 
chemistry and improve their wetting characteristic3. For this purpose, various chemical and 
physical surface treatments have been developed including solvent cleaning, etchants such as 
chromic acid, corona discharges, flame and plasma pretreatment4,5. However, physical 
pretreatment methods are preferred in the industry. Plasma surface treatment is often one of the 
preferred methods to treat the surface as it can provide stronger and more stable surface energy 
enhancement. Low pressure plasma (LPP) can result in a higher quality of surface treatment, but 
it has a limiting factor for the size of parts due to the restricted size of the vacuum chambers5. To 
eliminate the expensive limiting vacuum systems, many research studies have been done on 
atmospheric-pressure plasma (APP) leading to significant improvement in adhesion strength of the 
thermoplastic composite parts, but still it calls for more investigations 2,5.   

Another physical method for surface treatment of the thermoplastics is ultraviolet (UV) irradiation 
technique. UV excimer lamps allow the surface treatment at low surface temperature. In addition, 
the relative simplicity in using and building a continuous treatment system makes it appropriate 
for industrial applications 2.  

 

Figure 1. Chemical structure of PEEK. 
 



 
 

A recent UV surface treatment technique developed and tailored at Henkel Aerospace offers a 
significant improvement in the adhesion strength to the PAEK family represented by PEEK with 
the advantage that a very short processing time is sufficient. The emitted photons by UV irradiation 
can activate or break chemical bonds at the surface of the polymeric substrates. Additionally, the 
UV irradiation can generate highly reactive ozone formed from oxygen through photolysis.  
Consequently, the treatment results in the formation of new functional groups at the surface of the 
thermoplastic substrates increasing the polarity and wettability where many of the new formed 
functional groups are able to form covalent bonds with the epoxy adhesive leading to very strong 
bonds. 

 

2. EXPERIMENTATION 

2.1 Materials 
Two commercially available adhesives LOCTITE EA 9696 and EA 9658 were used as the bonding 
adhesives for preparing mechanical test specimens (fracture toughness) and honeycomb composite 
sandwich panels (flatwise tension) in a series of trials since they feature good mechanical and 
thermal properties at elevated and high temperature, respectively. Loctite EA 9658 has a non-
woven glass scrim with a specific mass of 0.49 kg/m2 (EA 9658 0.1 NWG) where Loctite EA 9696 
is unsupported (no scrim) with a specific mass of 0.29 kg/m2 (EA 9696 0.060 UNS). Proprietary 
customer prepregs for preparing thermoset composite panels as well as PEEK composite panels 
(carbon reinforced) were used to prepare the test specimens for mechanical testing. All thermoset 
and thermoplastic composite panels had a thickness of 0.16 cm (0.063 in). 

The surfacing Film LOCTITE EA 9845 SF was used to evaluate the effect of UV pretreatment on 
bonding strength of PEEK substrates and surfacing films. 

2.2 Test Methods  
UV surface treatment was done by using a specific UV excimer lamp and variation in UV intensity 
was done by adjusting the distance to the lamp and exposure time. Equation 1 shows the relation 
between UV intensity, lamp-specimen distance and exposure time. UV intensity has a linear 
correlation with exposure time where it exponentially reduces by increasing the distance to the 
excimer lamp mainly due to absorption of UV radiation in the ambient atmosphere2. 

𝐼𝐼𝑡𝑡𝑡𝑡𝑡𝑡𝑡𝑡𝑡𝑡𝑡𝑡𝑡𝑡𝑡𝑡𝑡𝑡 = 𝐼𝐼 (𝑑𝑑). 𝑡𝑡 �
𝑚𝑚𝑚𝑚
𝑐𝑐𝑐𝑐2� [1] 

Where Itreatment is indicating intensity, d is representing the distance between the lamp and specimen 
and t is time in seconds. 

Double cantilever testing (DCB) was done with rectangular laminated specimens consisting of one 
carbon-reinforced PEEK panel and one carbon-reinforced epoxy panel bonded by the adhesives. 
The cure process was done in an autoclave at 177 °C (350 °F) under a pressure of 0.6 MPa (90 



 
 

psi). The dimensions of specimens were 1.27 cm (0.5 in) width and 30.48 cm (12 in) length where 
the test was conducted according to customer specification to measure mode I fracture toughness 
energy (G1C).  Specimens were bonded unsymmetrically (PEEK to thermoset composite panel).  

Flatwise tension tests were done with square sandwich specimens consisting of thermoplastic 
composite panel, 0.95 cm (3/8 in) aluminum honeycomb core and a thermoset composite. The 
dimensions of each square part of the composite sandwich was 5.08 cm (2 in) and the test was 
done according to ASTM C2976. 

3. RESULTS 

3.1 Surface Analysis 
To understand and determine the changes in surface rheology and chemical composition caused 
by UV exposure multiple surface analysis techniques including XPS, TOF-SIMS, Contact angle 
measurements and FTIR have been conducted. 

3.1.1 X-ray photoelectron spectroscopy (XPS) 
X-ray Photoelectron Spectroscopy (XPS) was conducted to obtain a quantitative and chemical 
composition analysis of the surface of the thermoplastic composite substrate before and after UV 
treatment. The information provided by XPS analysis is displayed in Table 1.  

 

Table 1. Elemental analysis of PEEK panels surface with different UV irradiation time. 

UV irradiation time 
(S) 

Average Carbon 
(%) 

Average Nitrogen 
(%) 

Average Oxygen 
(%) 

0 78.5 0.9 17.5 
10 66.8 1.6 26.7 
90 64.5 1.0 28.1 

 

Two samples with different UV exposure times (10 and 90 sec) and an untreated control sample 
have been analyzed. As expected, given by the chemical structure of PEEK, carbon and oxygen 
are the two main elements on the surface as it is shown in the first row for the untreated reference 
sample. 

The second row shows the sample with 10 seconds of UV exposure and it can be seen that the 
oxygen content increases from 17.5% to 26.7% and that the carbon content decreases from 78.5 to 
66.8%. The third row shows a sample with 90 seconds of UV exposure and the oxygen content 
increased further to 28.1%. Photo-oxidation leads to new functional oxygen containing groups 
which significantly increase the polarity and wettability of the surface as confirmed in the contact 
angle measurement. In addition to improved wettability, many of the new formed functional 
groups are able to form covalent bonds with the epoxy adhesive leading to very strong bond lines. 



 
 

Contact angle measurement was conducted to evaluate the change of surface energy and 
wettability after UV irradiation. As a short period of irradiation time was sufficient for the 
pretreatment, contact angle measurement of PEEK surface was done after a UV irradiation time 
of about 10 to 20s. As expected, the contact angle measurement (Figure 2) showed that the UV 
pretreatment leads to a significant decrease from 50-60⁰ to 30-40⁰ and to a much more polar and 
easier wetting of the PEEK composite surface.  

 
Figure 2. Contact angle (θ) of a water droplet on PEEK panel surface before and after UV.  

 

3.1.2 Time-of-Flight and Secondary Ion Mass Spectrometry (TOF_SIMS) 
TOF-SIMS is a very sensitive surface analytical technique providing elemental, chemical state, 
and molecular information from the surface of solid materials. In this work, TOF-SIMS was 
conducted to evaluate and identify the effect of the UV surface treatment on the chemical structure 
and composition of the surface of PEEK composite panels. 
 
Figure 3 shows a spectrum diagram from TOF-SIMS illustrating the formation of new different 
polar chemical groups such as alcohols, aldehydes, ketones and carboxyl groups. Also, the analysis 
indicated a dramatic reduction in halogen contents (Cl and F) on the surface of the panels after UV 
pretreatment. 
  
In addition to the formation of the oxygen containing chemical groups, long chain amines were 
detected on the PEEK surface after UV pretreatment. This observation can be partly explained by 
the XPS analysis which revealed the presence of nitrogen on the surface before and after UV 
activation The detected amino groups are exceptionally favorable for bonding to epoxy based 
adhesives. Figure 4 shows the spectrum diagram revealing the presence of amines. 

 



 
 

 
Figure 3. TOF-SIMS spectrum diagrams of PEEK panels before and after UV pretreatment. 

 

 
Figure 4. TOF-SIMS spectrum diagram of PEEK surface after and before UV pretreatment. 

 



 
 

The multiple surface analysis techniques clearly revealed that the UV based treatment method 
increased the polarity of the surface and therefore improved wettability and additionally an 
increased number of functional groups was detected which allow to form covalent bonds with the 
epoxy adhesives. 

3.2 Mechanical properties 
3.2.1 Fracture toughness 
Fracture toughness was chosen as the key test method to evaluate the bonding capability of the 
UV treated thermoplastic PAEK substrates represented by PEEK in this paper.  This test method 
measures the toughness of the adhesive captured in the G1C value and the adhesive bond failure 
mode or fracture failure mode allows for an excellent evaluation of the adhesion performance 
between adhesive and substrate. 

In a first preliminary series of mechanical tests both adhesives LOCTITE EA 9696 and EA 9658 
were selected to prepare double cantilever beam test specimens for G1C fracture toughness 
measurements. 

Figure 5 shows the results of the fracture toughness measurements directly comparing side by side 
treated versus untreated substrates.  Samples prepared with untreated PEEK substrates failed with 
100% adhesion failure to PEEK and very low G1C (20-50 J/m2) values.  Using the same substrate 
exposed to UV light prior bonding resulted in very high G1C values (EA 9696: > 1350, EA 9658: 
>1600 J/m2) 

 

Figure 5. Fracture toughness (G1C) measurements using PEEK as thermoplastic substrate: EA 
9696 and EA 9658 with and without UV pretreatment. Blue: EA 9696, Grey: EA 9658 



 
 

 

Figure 6 shows the fracture surface after testing DCB specimens prepared with EA 9696 and EA 
9658. The failure mode for all untreated substrates was 100% adhesion failure to the PEEK 
substrate (Figures 6a and 6c).  In contrast, UV pretreatment directed the fracture failure mode to 
partial adhesion/cohesion failure (Figures 6b and 6d). 

 

 

Figure 6. Adhesive bond failure mode of the DCB specimens with and without UV pretreatment.    

 
Highly motivated by the initial findings, different UV irradiation intensities were examined to 
optimize the surface treatment procedure. Different intensity levels of the UV lamp, different 
distances between the lamp and specimens and different exposure times have been investigated, 
evaluated and finally combined to determine optimal parameters. With these highly optimized 
parameters, the full potential of this UV based method was explored in a side by side comparison 
with the most commonly used and highly effective pretreatment method Plasma. Four different 
plasma conditions have been compared with three different UV conditions. For the Plasma 
samples, four different treatment travel speeds (2.5 mm/s, 5.6 mm/s, 15 mm/s and 25 mm/s) have 
been selected while keeping the distance (12.7 mm) to the substrate constant.  For the UV samples, 
three different exposure times (4 x 10 sec., 2 x 10 sec., 1 x 10 sec) have been selected. The G1C 
results of the fracture toughness comparison are displayed in Figure 7 and show excellent values 
(> 1400 J/m2) for both Plasma and optimized UV pretreatment method. 

 
 



 
 

 

Figure 7. Comparison of Plasma versus UV pretreatment method evaluated with G1C fracture 
toughness measurements.  Red: Plasma samples with different treatment travel speeds, blue: UV 
treatment with different exposure times.  

 

 
Figure 8. Fracture Surface: Adhesive bond failure mode of DCB specimens treated by plasma 
and UV.  
 



 
 

There was no difference visible in the adhesive bond failure mode of the test samples prepared 
with Plasma or with UV (Figure 8).  With both pretreatment methods the failure mode was a 
mixture of cohesion and substrate failure and no adhesion failure to the PEEK surface was 
detected.  It is noteworthy that the required treatment time (10 - 40 seconds) with the UV method 
is much shorter compared to the plasma method (10-15 minutes) and favors the UV treatment with 
regard to high throughput applications. 

 
A further evaluation of the bond strength between an epoxy based adhesive and a thermoplastic 
substrate was the comparison with the bond strength between epoxy adhesive and thermoset 
(epoxy) based substrates using the same adhesive.  Epoxy based adhesives naturally show an ideal 
adhesion performance to thermoset prepregs containing a resin of the same class as the adhesive 
itself.  The fracture toughness with a UV treated PEEK/Thermoset sample was compared with a 
sample consisting of two thermoset prepregs. The G1C value (1716 J/m2) of the mixed 
thermoplastic/thermoset testing sample exceeded the values (1500-1650 J/m2) of the purely 
thermoset samples. The adhesive bonding failure mode for the thermoset/thermoset sample is a 
mixture of cohesive and substrate failure and it suggests that the higher G1C value achieved with 
the thermoplastic PEEK substrate is likely due to the higher toughness and different stiffness of 
the thermoplastic PEEK material. 
 
 

 
Figure 9. Fracture surface of DCB specimens prepared by PEEK/Thermoset and 

Thermoset/Thermoset substrates.  

 

Figure 9 shows the fracture surface of the DCB test samples.  In the PEEK/thermoset specimens, 
the failure mode is mainly cohesion failure of the adhesive and some thermoplastic substrate 



 
 

failure and similar to that finding in the thermoset/thermoset specimens the failure mode is 
cohesion failure of the adhesive and some thermoset substrate failure.  The failure mode pattern of 
the thermoplastic/thermoset specimens look different and more uniform - most likely due to the 
woven type fabric in the thermoplastic whereas the thermoset material was prepared with 
unidirectional fabric. With this comparison, it can be stated that the adhesion strength to thermoset 
and to UV pretreated thermoplastic PEEK substrate is very similar. 

 

3.2.2 Bonding Methods: Co-Bonding, Secondary bonding and Out of Autoclave 
To determine the scope of application opportunities that the newly developed UV based method 
provides, the fracture toughness samples prepared with multiple bonding methods including Co-
Bonding, Co-Bonding Out of Autoclave (OoA), Secondary Bonding have been tested and 
evaluated.  The adhesive EA 9696 has been chosen for this side by side comparison. In Figure 10, 
G1C values and the fracture failure mode of the fracture toughness testing is shown.  For both Co-
bond and Co-bond (OoA) G1C values (1600 J/m2) values are nearly identical and cohesive or 
substrate failure was observed. The lower G1C values (1150 J/m2) for the secondary-bonding can 
be explained by the observed peel ply failures on the thermoset composite panel and there was no 
adhesion failure to the thermoplastic PEEK substrate observed.  

 

Figure 10. Comparing different bonding methods. UV treatment for 2 x10 sec. 
                      
 

 



 
 

3.2.3 Flatwise Tension Testing 
Another set of mechanical tests for evaluating the effect of UV treatment on bonding strength of 
PEEK panels in composite sandwich structures was flatwise tension testing. Figure 11 shows the 
results of the flatwise tension testing for samples prepared with EA 9658 UV treated and untreated 
and EA 9696 UV treated. 

The results demonstrate the high efficiency of the UV treatment (5-7 MPa) allowing to form strong 
bonds between the thermoplastic composite material and the aluminum honey comb core. 
Untreated samples prepared with EA 9658 showed approximately 0.5 MPa in strength and 100% 
adhesion failure as shown in Figures 11/12. 

 

Figure 11. Flatwise Tension Testing: Effect of UV treatment on tensile strength of 
thermoplastic/honeycomb/thermoset sandwich panels. Blue: No UV, Green: with UV. 

 

Figure 12 shows the failure mode of flatwise tension specimens prepared with EA 9658 without 
UV treatment. Almost 100% adhesion failure between the adhesive and the PEEK composite panel 
can be observed. In the case of specimens prepared with UV treatment (Figure 13a), the bonding 
strength was significantly improved and the failure mode changed to a more cohesion failure 
within the adhesive. 

By using EA 9696 as adhesive in combination with the UV pretreatment method, an excellent 
bond strength (6.5 MPa) was achieved and the failure mode is a mixture of cohesion failure and 
honey- comb core failure (Figure 13b). 



 
 

  

 

Figure 12. Nearly 100% Adhesion failure to PEEK with samples prepared without UV 
pretreatment. Adhesive: Loctite EA 9658 0.1NWG. 

 

 

 

Figure 13. Fracture surface of flat wise tension specimens with UV treatment. a) EA9658 0.100 
NWG, b) EA9696 0.06 UNS. 

 

Overall the mechanical property testing including fracture toughness and flatwise tension testing 
concludes that the UV pretreatment method allows for forming very strong bonds to the 
thermoplastic PEEK substrate comparable with Plasma pretreatment. Additionally, a side by side 
comparison with samples composed of only thermoset substrates revealed a similar adhesion 
performance to samples composed of pretreated thermoplastic PEEK and thermoset substrates. In 
most of the testing summarized, no adhesion failure to PEEK was detected making this tailored 
UV based pretreatment method highly effective and competitive with Plasma. 



 
 

3.4 Surfacing film application 
Thermoplastic and thermoset composite structures that are exposed to environmental conditions 
or need to meet certain aesthetic requirements typically include a surfacing film to provide the 
required surface properties to the composite structures prior painting.  

The surfacing films are usually co-cured with the thermoset polymer matrix composite materials 
during the manufacturing of the structural parts. Bonding a surfacing film to a thermoplastic 
composite material using a co-cure melt intermingling process is not possible due to very high 
melting points of thermoplastic materials used in aerospace.   

To evaluate the effect of UV pretreatment on adhesion strength between a surfacing film and a 
PEEK composite panel, the epoxy based LOCTITE EX 9845 SF was used as surfacing film and 
the Cross Hatch test method was conducted to evaluate the bond performance of UV pretreated 
and untreated samples (Figure 14). The evaluation of the untreated samples (Figure 14d) resulted 
in 2 out of 10 indicating poor adhesion whereas the UV pretreated samples (Figure 14b) resulted 
in a 9/10 indicating a dramatic improvement and overall excellent final bond strength. The visual 
aspect (Fig 14a, 14c) of the resulting surfacing film was showing a smooth and even surface for 
both untreated and treated samples.  
This example indicates that the new tailored UV pretreatment method can be used for bonding a 
wide range of epoxy based materials and is not specifically limited to epoxy adhesives. 
 
 

 

Figure 14. Effect of UV treatment on bonding of surfacing film to PEEK composite panels. a) 
and b) UV treated specimen, c and d) non-treated specimen. 

 

 



 
 

3.5 Freezing the Activated Surface  
According to the literature, the effect of surface treatment of PEEK by plasma treatment can be 
faded by passing time and the activation of the surface is reduced. Therefore, this deactivation can 
limit the application time of treated PEEK substrates. To confirm this observation reported in the 
literature, contact angle measurements on plasma treated PEEK panels were conducted. The 
contact angle (θ) of water droplet on the surface of PEEK decreased from 50° to about 10 to 15° 
by plasma treatment. However, room temperature aging of the activated samples for two months 
caused an increase in the contact angel and changed it to approximately 40°. This result confirms 
the reduction in polarity of the plasma treated surface of PEEK substrates by passing time.  

As a solution, Henkel is working on the development of a new chemical method to freeze the 
plasma or UV activated surface in order to extend the life time of the activation and allow for 
improved manufacturing flexibility of thermoplastic parts. In a first series of trials, by using EA 
9696 adhesive, Plasma and UV activated samples were sealed with a new chemical method and 
fracture toughness was measured. The fracture toughness testing showed that the chemical method 
to freeze the activated surface did not have a negative impact on bonding performance and similar 
or slightly enhanced G1C values have been found (Figure 15).  One set of samples was prepared 
two months after Plasma activation and the measured G1C value (>1750 J/m2) indicates no fading 
of the adhesion to the PEEK substrate.  
 

 
Figure 15. Chemical method to freeze the surface.  G1C fracture toughness with Plasma and UV 

pretreated samples. 
 



 
 

Figure 16 shows fracture surface of  DCB specimens prepared with and without chemical treatment 
after activation. The adhesive bond failure mode was mainly cohesion and substrate failure and 
most importantly no adhesion failure to PEEK was observed. 

 

 

Figure 16 shows the fracture surface of DCB specimens indicating mainly cohesive – and substrate 
failure. 

 

4. CONCLUSIONS 

In a side by side comparison, a series of experiments with PAEK thermoplastic composite 
substrates represented by PEEK were conducted with the target to evaluate the effect of UV surface 
pretreatment versus plasma treatment on bonding strength and fracture failure mode. 

After only 10 seconds of UV exposure, surface analysis by XPS and TOF-SIMS revealed an 
approximately 50% increase in oxygen content (17% to 26.7%) forming new polar carboxylate-, 
carbonyl-, hydroxy-, ester, aldehydes- and ketone groups at the surface.  Additionally, a significant 
amount of long chain amines have been detected.  Water contact angle measurements show a 
reduction from 50° to 30° after 10 sec seconds of UV exposure.  These chemical modifications at 
the surface overcome the low surface energy of the thermoplastic and lead to a much better 
wettability of the surface and the new chemical groups allow for covalent bonding to the epoxy 
based adhesives resulting in dramatically improved bonding strength (G1C: 1600 J/m2) and 100% 
cohesive failure or substrate failure.  Flatwise tension testing results (5-7 MPa) are another 
example to illustrate how effective the newly developed and optimized UV based pretreatment 
method is.  

Plasma treatment resulted in similar bonding strength and fracture failure mode, however requires 
much longer pretreatment times (> 5x) making it less suitable for high-throughput applications. 

 



 
 

With regard to practical applications it was tried to bond an epoxy based surfacing film (EA 9845) 
to a thermoplastic PEEK substrate by using the new tailored UV based pretreatment method. In a 
side by side comparison the cross hatch testing showed nearly perfect adhesion of the treated 
samples whereas the untreated samples displayed adhesion failures to the peek surface. 

To further leverage the rapid surface activation method, a chemical method is in development with 
the target to extend the life time of the activated surface after plasma or UV pretreatment without 
losing the strong bonding performance.  In a side by side comparison Plasma, UV, and UV in 
combination with the chemical method the fracture toughness revealed that the new chemical 
method showed excellent G1C values (>1600 J/m2) almost slightly exceeding Plasma and UV 
without chemical seal. Additionally, the surface of PEEK substrate was pretreated with the 
Plasma/Chemical Seal method and fracture toughness samples have been prepared and measured 
two months later and excellent G1C values similar to the initial UV/Chemical Seal (>1600 J/m2) 
have been found. The chemical seal did not only have no negative impact on bonding strength, but 
it also did preserve the adhesive strength of the treated surface by plasma treatment method.  
Further trials will shed light on the total activated surface time. 

In conclusion, this method offers new opportunities for fast and safe bonding to thermoplastic 
materials resulting in excellent bond strength comparable with plasma pretreatment method and 
the advantage of a much shorter pretreatment time. 
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